
Assembly sleeve for TRI EMC cable glands
Assembly sleeve makes it easier to flare the TRI spring when feeding in the cable, especially at the
top of the screening range.

Specification
MATERIAL Brass
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Variants

ARTICLE NO.
EXTERNAL Ø
MM

INTERNAL Ø
MM

COMPITABLE WITH CABLE GLAND PCS/PACK

MH 5.1 tri ms 5.1 4.5 bg 212ms tri 5

MH 6.5 tri ms 6.5 5.9 21250d07 tri, 21650d07 tri, 22052d07 tri, 22553d07 tri 5

MH 8.0 tri ms 8 7.4 21250d08 tri, 21650d08 tri, 22052d08 tri, 22553d08 tri 5

MH 9.0 tri ms 9 8.4
bg 216ms tri, 21250d09 tri, 21650d09 tri, 22052d09 tri, 22553d09 tri, 21651d11
tri

5

MH 10.5 tri ms 10.5 9.9 22052d11 tri 5

MH 12.0 tri ms 12 11.4 bg 220ms tri 5

MH 13.0 tri ms 13 12.4 22052d13 tri, 22553d13 tri, 23254d13tri 5

MH 14.1 tri ms 14.1 13.5 22553d16 tri 5

MH 15.9 tri ms 16 15.4 bg 225ms tri, 22554d16 tri, 23254d16 tri 5

MH 17.2 tri ms 17.2 16.6 bg 225ms tri (without inlet), 22554d18 tri, 22554d20 tri 5

MH 20.0 tri
ms

20 19.4 bg 232ms tri, 23255d20 tri, 24055d20 tri 5

MH 26.0 tri ms 26 25.4 bg 240ms tri 5

MH 28.4 tri ms 28.4 27.8 bg 240ms tri (without inlet), 24055d25 tri 5
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